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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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FOREWORD 

this Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the 
Lead, Zinc, Cadmium, Tin, Antimony and Their Alloys Sectional Committee had been approved by the 
Metallurgical Engineering Division Council. 

The lead seals are extensively used for sealing Railway freight containers, wagons, air and ship 
containers, electric meters, water meters and various other items. 

In the preparation of this standard, assistance has been derived from the following standards: 

IRSS No. 214-71 Indian Railway Standard Specification for Lead Sealing. 

TSD standard specification No. G/Misc-32 E Lead seals circular type for general purposes, issued 
by Ministry of Industries and Supply, Directorate General of Industries and Supplies. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the final 
value, observed or calculated, expressing the result of a test or analysis, shall be rounded off in accor- 
dance with IS 2 : I960 ' Rules for rounding off numerical values ( revised ) \ The number of significant 
places retained in the rounded off value should be the same as that of the specified value. 



AMENDMENT NO. 1 APRIL 1994 

TO 

IS 13923:1993 LEAD SEAL — SPECIFICATION 

( Page \, clause 8 ) — Substitute words 'lead seal' for 'leads eals*. 

( Page 1, Fig. 1 ) — Substitute 'TYPICAL DIMENSIONS OF LEAD SEAL IN 
MlLLIMElBRS' for existing caption. 
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Indian Standard 
LEAD SEAL — SPECIFICATION 



1 SCOPE 

This standard covers the requirements of lead 
seal for sealing. 

2 REFERENCES 

The Indian Standards listed below are necessary 
adjuncts to this standard. 

IS No. Title 

27 : 1992 Pig lead (fourth revision ) 

403 : 1964 Methods of chemical analysis of 
lead and antimonial lead 
( revised ) 

1387:1993 General requirements for the 
supply of metallurgical materials 
( second revision ) 

3717:1977 Refined secondary lead (first 
revision ) 

8439 : 1977 Methods of sampling lead and 
lead alloys 

3 SUPPLY OF MATERIAL 

General requirements relating to the supply of 
lead seal shall conform to IS 1387 : 1993. 

4 FREEDOM FROM DEFECTS 

The passage of the lead seal, through which the 
twine string or tape will pass, shall be clear, 
straight and free from any burrs. 

5 CHEMICAL COMPOSITION 

5.1 The chemical composition of the lead seals 
shall conform to the requirements of any grade 
of lead covered in IS 27 : 1992 or IS 3717 : 1977. 

5.2 The chemical composition shall be deter- 
mined either by the methods specified in IS 403: 
1964 or any other established instrumental/ 
chemical method. In case of dispute, the proce- 
dure specified in IS 403 : 1964 shall be the 
referee method. 

6 PHYSICAL PROPERTIES 

6.1 The lead seal shall be capable of being flat- 
tened out at least twice the original diameter, 
without cracking. 

6.2 The lead seal shall be capable of giving a 
clear replica of sealing dies and stamps. 

7 DIMENSIONS 

Typical dimensions of Type I, II and III lead 



seals used for sealing purpose are given in Fig. I 
for guidance only. 
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Fig. I Typical Dimensions of Lead Seal 


8 MASS 

















The actual mass of 1 000 leads eals measured 
together shall be within ± 2-5% from nominal 
mass to be agreed between the purchaser and 
the supplier. 

9 SAMPLING 

9.1 Chemical Analysis 

One sample from each consignment of 1 000 leg 
or part thereof, produced under uniform condi- 
tion of manufacture, shall be selected for 
chemical analysis. The sample shall consist of at 
least 10 seals selected at random from the 
consignment. The sample for chemical analysis 
shall be prepared in accordance with IS 8439 : 
1977. 

9.2 Mass 

One sample consisting of 1 000 seals shall be 
selected from each lot of 1 000 kg or part 
thereof. 

9.3 Other Tests 

One seal per 500 seals, from each lot produced 
under uniform condition of manufacture, shall 
be selected for testing. 
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in R£T£ST 

10.1 Chemical Composition 

If the sample prepared under 9.1 and tested fails 
to meet the requirements of chemical composi- 
tion specified in 5, two more tests shall be 
conducted on the same sample in order to 
confirm that the analysis has been done 
properly. If both the test results satisfy the 
relevant requirements, the lot shall be accepted. 
Should either of the ret est fail, the lot 
represented shall be deemed as not complying 
with this standard. 

10.2 Other Tests 

If any of the samples selected in 9.2 and 9.3 fail 
to meet the requirement specified in 4, 6 and 8, 
two more random samples shall be selected from 
the same lot. If either of these samples fails to 
meet the specified requirements, the whole 
lot shall be rejected. 

II INSPECTION 

11.1 All inspection and testing of lead seals 
covered in this standard shall be carried out by 
the manufacturer unless otherwise agreed to 
between the manufacturer and the purchaser. 
The inspection requirements shall be stated in 
the enquiry, order and/or test schedule where 
applicable. 

11.2 The purchaser shall notify the supplier 
while placing the order if it is his intention to 
iaspect the lead seals at the supplier's end. The 
supplier shall offer the purchaser all the 



necessary facilities for inspection and testing of 
the lead seals in accordance with this standard. 
For this purpose the purchaser or his representa- 
tive may, oy prior arrangement, attend to 
inspect the material, to select and identify the 
test samples for testing and to witness the test 
being made. 

12 PACKING 

Gunny bags containing lead seals of single type 
only, shall be packed in wooden boxes to prevent 
damage during transit. However, each package 
shall not weigh more than 50 kg. 

13 MARKING 

13.1 Each gunny bag containing lead beals, 
shall be legibly marked with the following 
information: 

a) Type of lead seals, 

b) Lot number and date of manufacture, 

c) Nominal mass of 1 000 pieces, and 

d) Indication of the source of manufacture. 

13.2 Standard Mark 

Each package of lead seal may also be marked 
with the Standard Mark. 

14 TEST CERTIFICATE 

The supplier shall provide test certificate for 
each consignment giving information like 
dimensions, cast/lot number and corresponding 
chemical composition etc. 



Standard Mark 

The use of the Standard Mark Is governed by the provisions of the Bureau of Indian 
Standards Act^ 1986 and the Rules and Regulations made thereunder. The Standard Mark on 
products covered by an Indian Standard conveys the assurance that they have been 
produced to comply with the requirements of that standard under a well defined system of 
inspection, testing and quality control which is devised and supervised by BIS and operated 
by the producer. Standard marked products are also continuously checked by BIS for con- 
formity to that standard as a further safeguard. Details of conditions under which a licence 
for the use of the Standard Mark may be granted to manufacturers or producers may be 
obtained from the Bureau of Indian Standards. 



BaieM of lailn StMiaiAt 

BIS is a statutory institution established under the Bureau oj Indian Standards AcU 1986 to promote 
harmonious development of the activities of standardization, marking and quality certification of goods 
and attending to connected matters in the country. 

Copyright 

BLS has the copyright of all its publications. No part of these publications may be reproduced in any 
form without the prior permission in writing of BIS. This does not preclude the free use, in the course 
of implementing the standard, of necessary details, such as symbols and sizes, type or grade 
designations. Enquiries relating to copyright be addressed to the Director ( Publications ), BIS. 

Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards are also 
reviewed periodically; a standard along with amendments is reaffirmed when such review indicates that 
no changes are needed; if the review indicates that changes are needed, it is taken up for revision. 
Users of Indian Standards should ascertain that they are in possession of the latest amendments or 
edition by referring to the latest issue of 'BIS Handbook' and 'Standards Monthly Additions*. 
Comments on this Indian Standard may be sent to BIS giving the following reference: 

Doc No. MTD 9 ( 3652 ) 
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